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DIN 6798 Serrated Lock Washer
S TA N D A R D

DIN 6798  Serrated Lock Washer · withdrawn

T H R E A D

ISO metric coarse pitch

S I Z E S

M1.6 - M30

M AT E R I A L

Stainless Steel, Alloy Steel

S U R F A C E

Passivated, Plain, Zinc Plated, Dacromet, Blackened

DIN 6798 is a withdrawn legacy standard. This sheet follows DIN 6798, and we make the part to it.

B A S I S  O F  S P E C I F I C AT I O N

D I M E N S I O N S  E D I T I O N

to be agreed

D I M E N S I O N S mm · DIN 6798

d
 

d1
 

d2
 

h
 

M1.6 1.7 3.6 0.3

M2 2.2 4.5 0.3

M2.5 2.7 5.5 0.4

M3 3.2 6 0.4

M3.5 3.7 7 0.5

M4 4.3 8 0.5

M5 5.3 10 0.6

M6 6.4 11 0.7

M7 7.4 12.5 0.8

M8 8.4 15 0.8

d
 

d1
 

d2
 

h
 

M10 10.5 18 0.9

M12 13 20.5 1

M14 15 24 1

M16 17 26 1.2

M18 19 30 1.4

M20 21 33 1.4

M22 23 36 1.5

M24 25 38 1.5

M27 28 44 1.6

M30 31 48 1.6

d1 inner diameter d2 outer diameter h washer thickness

M A R K I N G

Steel (not mandatory on the part; required on the package): No head marking is specified. The standard fixes a written designation instead, and the 

property class or material symbol inside it comes from the referenced DIN 267 part or ISO material standard. Position: In the written designation on the 

order and the certificate, not on the part. Sizes: All sizes. Clause: DIN product standards of the 1970s and 1980s, read page by page 2026-09-22, The 

Designation clause of the standard concerned.

Clause 3 of DIN 6798:1988-07 fixes material and hardness rather than a marking: spring steel FSt to DIN 17 221 or DIN 17 222 with the grade at the 

manufacturer discretion, hardened to 350 to 425 HV 10, free from scale or burr.

Clause 3.4 leaves surface protection to the manufacturer, for example phosphated and oiled to DIN 50 942 or blackened and oiled to DIN 50 938. Any 

electroplating to DIN 267 Part 9 must be stated in the designation.

Clause 4 designation: Serrated lock washer DIN 6798 - A 8,4 - FSt, with LH inserted for left-hand thread bolts.
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The Explanatory notes record an application limit: serrated lock washers harder than 300 HV 10 keep the fine series clearance hole because such washers 

are only intended for use with bolts of a low property class.

D O C U M E N T S

EN 10204 3.1 material certificate, dimensional inspection report and mechanical test report, on request.
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