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T E C H N I C A L  D ATA  S H E E T
I S O  1 6 5 8 2  ·  A L L  S I Z E S

ISO 16582 Open End Blind Rivet, Copper, 
Protruding Head

S TA N D A R D

ISO 16582  Open end blind rivets with break pull mandrel and 

protruding head - Cu/St or Cu/Br or Cu/SSt

T H R E A D

ISO metric coarse pitch

S I Z E S

3 - 4.8  ·  lengths 5 – 30 mm

M AT E R I A L

Copper

S U R F A C E

Plain

Dimensions follow the standard named on this sheet. Material properties and batch test results come with the order's certificate or test report.

B A S I S  O F  S P E C I F I C AT I O N

D I M E N S I O N S

ISO 16582:2002
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T E C H N I C A L  D ATA  S H E E T
I S O  1 6 5 8 2  ·  A L L  S I Z E S

D I M E N S I O N S mm · ISO 16582
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d min
 

dk
 

dk
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p min
 

b max
 

dh1
min

dh1
max

3 3.08 2.85 6.3 5.4 1.3 2 25 3.5 3.1 3.2

3.2 3.28 3.05 6.7 5.8 1.3 2 25 4 3.3 3.4

4 4.08 3.85 8.4 6.9 1.7 2.45 25 4 4.1 4.2

4.8 4.88 4.65 10.1 8.3 2 2.95 27 4.5 4.9 5

d max body diameter max d min body diameter min dk head diameter k nominal head height dm max mandrel diameter max p min mandrel length min

b max blind length addition dh1 clearance hole

D O C U M E N T S

EN 10204 3.1 material certificate, dimensional inspection report and 

mechanical test report, on request.
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