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T E C H N I C A L  D ATA  S H E E T
I S O  8 7 3 5  ·  A L L  S I Z E S

ISO 8735 Dowel Pin with Internal Thread, Hardened

S TA N D A R D

ISO 8735  Parallel pins with internal thread, hardened

T H R E A D

ISO metric coarse pitch

S I Z E S

6 - 50  ·  lengths 16 – 200 mm

M AT E R I A L

Carbon Steel

S U R F A C E

Blackened, Plain

Dimensions follow the standard named on this sheet. Material properties and batch test results come with the order's certificate or test report.

B A S I S  O F  S P E C I F I C AT I O N

D I M E N S I O N S

ISO 8735:1997
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T E C H N I C A L  D ATA  S H E E T
I S O  8 7 3 5  ·  A L L  S I Z E S

D I M E N S I O N S mm · ISO 8735
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6 M4 0.7 2.1 0.8 6 4.3 10 1

8 M5 0.8 2.6 1 8 5.3 12 1.2

10 M6 1 3 1.2 10 6.4 16 1.2

12 M6 1 3.8 1.6 12 6.4 20 1.2

16 M8 1.25 4.6 2 16 8.4 25 1.5

20 M10 1.5 6 2.5 18 10.5 28 1.5

25 M16 2 6 3 24 17 35 2

30 M20 2.5 7 4 30 21 40 2

40 M20 2.5 8 5 30 21 40 2.5

50 M24 3 10 6.3 36 25 50 2.5

d2 internal thread P thread pitch c chamfer a end dimension t1 internal thread length d3 counterbore diameter t2 hole depth t3 end relief

D O C U M E N T S

EN 10204 3.1 material certificate, dimensional inspection report and 

mechanical test report, on request.

taurusf ix .com

TaurusFix is a brand of Xiamen Dashilian Trading Co., Ltd. Issued 2026-10-27  ·  Page 2 of 2

https://taurusfix.com
mailto:sales@taurusfix.com
https://taurusfix.com

